
APPROVALS
ATA 300
IP67
STANAG 4280
DS 81-41

TEST
DROP
IMPACT
HANDLE
WATERTIGHT INTEGRITY
UV COLOR AND MATERIAL 
PROTECTION
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HPRC2700W for Sony PXW-FX9
FX9-2700W-01

Sony Camcorder
Viewfinder LCD
External Microphone
Battery Sony BP-U Series
Lens Adapter Metabones
Sony XQD/SD Card
Canon CN-E Prime Lens
Cine Lenses up to 105mm Ø
Photo Lenses up to 105mm Ø
Hand Grip
Cable
Charger

HPRC1100 MEMBLB
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Dimension: 

Weight: 

Temperature rating: 
Minimum    Maximum
-40°C  -40°F    +80°C  +176°F

TECHNICAL DRAWINGTECHNICAL FEATURES
 
Internal dimension  
555x459x256(mm) - 21.85x18.07x10.08(in)
External dimension 
620x525x280(mm) - 24.41x20.67x11.02(in)
 

9,07kg - 19.99lbs

ì 

Plaber s.r.l. - HPRC cases
Via Div Tridentina, 10
I-36061 Bassano del Grappa
Vicenza - Italy
Tel +39 0424 809150

USA office and warehouse:
HPRC USA
240 Anderson Avenue
07074 Moonachie - New Jersey
Tel +1 201 617 2010

www.hprc.it
info@hprc.it
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