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THE PORTABLE SSD FOR ALL COMPUTERKIND™
The Envoy Pro FX is one giant leap For All Computerkind. Plug it into 
yesterday’s and today’s Thunderbolt and USB equipped Macs and PCs, 
or tomorrow’s Thunderbolt 4 and USB4 machines. You can even plug 
it into iPad Pro, Chromebook, and Surface devices.

The X in Envoy Pro FX means you can enjoy Xtreme max performance 
and can handle every audio, video, photo, graphics, and gaming task you throw 
at it. Whether you’re looking to access and save fi les from an older machine, 
backup personal fi les, or do some in-fi eld large format video editing, this 
powerful drive is built to deliver.

The Envoy Pro FX serves up fl exible uses in Xtreme environments. Its sleek, 
heat dissipating aluminum housing is IP67 rated, so you can work in the 
dirtiest and wettest environments. Take on the urban jungle or a chaotic movie 
set with supreme confi dence that your data is protected by MIL-STD810G 
certifi ed military-level drop toughness.

Key Features

-  Perfect for audio, video, photography, graphics, 
gaming, and general data storage/backup use

-  Advanced storage technology with TRIM support 
works with Thunderbolt to deliver the fastest and 
most reliable portable drive performance 
available today

-  Certifi ed dustproof, drop-proof, and waterproof2  

-  Bus-powered, smaller than most 
compact smartphones

-  Fanless, heat dissipating aluminum housing

- Non-skid rubber feet keep drive in place

-  At a glance confi rmation of power and 
activity status

- Included Thunderbolt/USB cable

-  3 Year OWC Limited Warranty

Dustproof/Drop 
proof/Waterproof

OWC Limited 
Warranty

Up to 2800MB/s Plug and Play 
Compatibility
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TECH SPECS

INCLUDES
- OWC Envoy Pro FX 
- Thunderbolt 3 (USB-C) cable with tethered Type-A adapter
- Quick start guide  

SPECIFICATIONS
Interface

-  Thunderbolt 3 and USB 3.2 Gen 2 (10Gb/s) over one USB 
Type-C connection    

Power 
- Bus powered via Thunderbolt or USB 

SYSTEM REQUIREMENTS
Operating System  

- Mac: macOS 10.13 or later  
- PC: Windows 10 or later  
- Other: iPadOS 13 or later, Chrome OS, Android 10 or later, Linux  

Hardware
-  Any Mac, PC, or tablet, with one of the following: 

- USB 3.0 or later port
- Thunderbolt 3 or later port

Bootable
-  Mac: macOS 10.13 or later
- PC: Booting not supported 

WARRANTY
- 3 Year OWC Limited Warranty  

DIMENSIONS + WEIGHT
- 2.8 in (w) x 0.6 in (H) x 4.5 in (L)
- 7.0 cm (w) x 1.6 cm (H) x 11.4 cm (L)

Enclosure Weight 
- 8.6 oz (244 g)

Box Dimensions
- 5.7 in (W) x 2.1 in (H) x 4.5 in (D)
- 14.5 cm (W) x 5.3 cm (H) x 11.4 cm (D)

Box Weight
- 0.9 lb (413 g)

Master Carton Dimensions – 20 pieces
- 13.0 in (W) x 10.6 in (H) x 11.0 in (D)
- 33.1 cm (W) x 26.8 cm (H) x 28.0 cm (D)

Master Carton Weight – 20 pieces
- 20.0 lb (9.06 kg)

OPERATING ENVIRONMENT  
Environmental (Operating)

- Temperature (°F) 41°F to 95°F  
- Temperature (°C) 5°C to 35°C  
- Relative Humidity 8% to 90% (non-condensing)  

Environmental (Non-Operating)  
- Temperature (°F) -4°F to 140°F  
- Temperature (°C) -20°C to 60°C  
- Relative Humidity 5% to 95% (non-condensing)
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PART NUMBER UPC AVAILABLE

OWCTB3ENVYPFX.2 810586036573 now

OWCT3BENVYPFX.5 810586036580 now

OWCT3BENVYPFX01 810586036597 now

OWCT3BENVYPFX02 810586036603 now

OWC.com

1.  Up to 2711MB/s sequential read/write (max) performance based on testing a 4.0TB OWC Aura Pro P12 equipped Envoy Pro FX connected to a 
Windows 10 PC equipped with a Gigabyte Technology motherboard with an AMD 3960X 3.8GHz processor and 32GB RAM running AJA System 
Test (4K-Full resolution, 4GB fi le size, 16bit RGB codec, single fi le test). Performance will vary depending on drive and application used.  

2.  Dropped over 25 times at every angle from a height of four feet by a third-party testing and certifi cation service. Water resistant for up to 30 
minutes at < 1 meter.


