LEYE SDI

3G-SDI/4K HDMI CAMERA VIEWFINDER

4"

Basic Parameters Interface
Screen Size 2.4" 4K HDMI 30p
Video Input
Dimension 125.1x69.9x77.35mm 3G-SDI
Viewing Angle 160°H/160°V Power Input DC 7~24V
Brightness 450nit Firmware update.3D LUT. Support power
<> USB-A
Resolution 1440x900 supply of 5V2A power bank
Contrast Ratio 1100:1 Support Battery Model Canon LP-E6
Weight 265g
Color Depth 8bit HDMI Signal
Aluminum Alloy + EPE + 4096 X2160p@24Hz
Material

ABS Engineering Plastics

3840X2160p@23.97Hz,24Hz,25Hz,29.97Hz,30Hz

Maximum Power

5W

1920 1080p@23.97Hz,24Hz,25Hz,29.97Hz,30Hz,50Hz,59.94Hz,60Hz

1920 X 1080psf@23.97Hz,24Hz,25Hz,29.97Hz,30Hz

Software Function

1920X 1080i@50Hz,59.94Hz,60Hz

3D LUT Peaking 1280 X 720p@50Hz,59.94Hz,60Hz

Luma Waveform RGB Waveform 720X 576p@50Hz

Histogram Zebra 720X 576i@50Hz

Guides Audio Meters 720X 480p@50Hz,59.94Hz,60Hz

False Color Cross Hair 720X 480i@50Hz,59.94Hz,60Hz

UnderScan Zooming

Anamorphic Grids SDI Signal

Check Field H/V Delay 1920 X 1080p@50fps,59.94fps,60fps

Backlight Sharpness 1920X1080p@50Hz,59.94Hz,60Hz YUV422

Chroma Contrast 1920X 1080p@23.98Hz,24Hz,25Hz2,29.94Hz,30Hz YUV444/YUV422/RGB444
Battery Voltage Checking | Brightness 1920 X 1080psf@23.98Hz,24Hz,25Hz,29.97THz,30Hz YUV444/YUV422 /RGB444

Tint

Color Temperature

1920X1080i@50Hz,59.94Hz,60Hz YUV444/YUV422/RGB444

1280X720p @50Hz,59.94Hz,60Hz YUV444/YUV422/RGB444

720X 480i @59.94Hz YUV422

720X 576i @50Hz YUV422
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