
THE SIDEKICK 3 IN-EAR MONITOR
SPECIFICATIONS

S
e
n

si
ti

v
it

y
 in

 d
B

 r
e
la

ti
v
e
 t

o
 2

0
µ

P
a
 f

o
r

c
o

n
d

it
io

n
s 

sh
o

w
n

 b
e
lo

w

100Hz

80

85

90

95

100

105

120dB

2 3 4 5 6 7 8 9

1000Hz 10000Hz

2 3 4 5 6 7 8 9

110

115

Bubblebee Industries Aps
Skovvej 39 - 2950 Vedbæk - Denmark - Corp.reg.no.: 32888267

www.bubblebeeindustries.com

FREQUENCY TYPICAL VALUE UNITS

1kHz 100.02 dB rel 20uPa

Peak 1 (Frequency 2300-3300) 11.44 dB rel to 1kHz sensitivity

Peak 2 (Frequency 9200-11200) -2.12 dB rel to 1kHz sensitivity

ACOUSTICAL
SENSITIVITY

Table 1  

DCR TYPICAL VALUE UNITS

1/3 Peak 0.92 %

1/2 Peak 0.59 %

1/3 Peak (with 0.112 Vrms) 1.27 %

1/2 Peak (with 0.112 Vrms) 1.13 %

TOTAL HARMONIC DISTORTION

Table 2

PARAMETER TYPICAL VALUE COMMENT

Drive Voltage (unless otherwise stated) 0.056 Vrms

TEST CONDITIONS

IMPEDANCE TYPICAL VALUE UNITS

DCR 13.12 Ohms

500Hz 14.29 Ohms

1kHz 16.91 Ohms

ELECTRICAL

Table 3

Coupler - IEC 60318-4, Tubing - direct


