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(L*W*H): 110*72*33.5mm (The Battery Plate Exclude) (L*W*H): 110*72*33.5mm (The Battery Plate Exclude)

Maximum 21dBm

*Please subject to actual shipment as the standard if any difference in accessories.
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5GHz 5GHz

HDMI Input(Type A Female) SDI Input 
2* Antenna Interfaces (RP-SMA Male) DC Input USB Type-C 

DC Power Input:6-16V 
USB Type-C Power Supply:5V/2A Battery Power Supply:6-16V DC

HDMI Input(Type A Female) SDI Input 
2* Antenna Interfaces (RP-SMA Male) DC Input USB Type-C 

DC Power Input:6-16V 
USB Type-C Power Supply:5V/2A Battery Power Supply:6-16V DC
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Transmitter Receiver

Supply Interfaces
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Weight

Dimension

Input / Output Video Format

Frequency

Modulation Mode

Transmission Power

Receiver Sensitive

Transmission Latency

Bandwidth

Interfaces

<11W <7W

HDMI:480p60 576p50 720p50/59.94/60 1080i50/59.94/60 
1080p23.98/24/25/29.9/30 1080p50/59.94/60
SDI:1080p60/59.94/50(Level A) 1080p60/59.94/50(Level B) 
1080i60/59.94/50 1080p30/29.97/25/24/23.98 
1080P sF 25 720p60/59.94/50 1080P sF 24/23.98

HDMI:480p60 576p50 720p50/60 
1080i50/60 1080p24/25/30 1080p50/60
SDI:1080p60/50(Level A) 1080p60/50 1080p30/25/24 
720p60/50 1080i50(1080P sF 25/24/23.98input) 
1080i60(1080P sF 30/29.97input)

Transmitter x1 Receiver x1 Antenna x5 DC Adaprer x1 User Guide x1


